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Detention Pond Flow Control Structure

DRAWN BY:  SR

DETENTION POND FLOW

CONTROL STRUCTURE

NOTES:
1. ORIFICE AND WEIR DIMENSIONS AND ELEVATION

DETERMINED THROUGH FACILITY SIZING MODEL.

2. PIPE SIZING DETERMINED BY ENGINEER.

3. SECONDARY OUTLET SIZED FOR PEAK DESIGN STORM.

4. TOTAL POND DEPTH, PER FACILITY SIZING MODEL,
INCLUDES GROWING MEDIA, SEPARATION LAYER, AND
DRAIN ROCK AS SHOWN ON ST-6060.

5. SEE DETAIL S-2049 FOR SUMP DEPTH

NOTE 5

OVERFLOW WEIR

(NOTE 1)

UPPER ORIFICE (NOTE 1)

CONTROLLING

ELEVATION

LOWER

ORIFICE

(NOTE 1)

SUMP BOTTOM

SEE NOTE 2

FLOW CONTROL MAHNOLE

(60" MINIMUM DIAMETER).

SEE CITY STANDARD

DETAILS.

GRATED SECONDARY OUTLET

(NOTE 3)

DETENTION POND

(ST-6060)

6" PERFORATED PIPE

UNDERDRAIN SYSTEM

ACCESS MANHOLE COVER.

DESIGN PER CITY

STANDARD DETAILS.

T
O

T
A

L
 
P

O
N

D

D
E

P
T

H
 
(
N

O
T

E
 
4
)

10 - YEAR WATER

SURFACE ELEVATION

REMOVABLE END CAP

(NORMALLY CLOSED)

1
.
5
'3

.
0
'

CITY OF
WILSONVILLE

PUBLIC WORKS STANDARDS

AutoCAD SHX Text
This Detail Drawing may not be altered or changed in any manner except by the City Engineer. It is the responsibility of the user to acquire the most current version.


	Sheets and Views
	Layout1


